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    MV XLPE 11V x1 Al Armoured WB 

        Type A (F2FA 1nnn ZZ b4s 7K0S) 
 

 
Description  11kV, Aluminium, XLPE, 1 Core,                                                              F2FA….Primary Code 

Finish Code … 144 FRPVC AWA MDPE   

Specification: SANS 1339, Type A, Fully water blocked 

 
 
 
 

 
 
  
 
 
 
 

 
 
 

 
 
DISCLAIMER: CBI reserves the right to change product specifications from time to time to effect improvements and /or enhancements and accepts no liability arising 

from any difference between the published parameters of this data sheet and the finished product, unless by prior written agreement. 

Size code …1nnn… 1050 1070 1095 1120 1150 1185 1240 1300 1400 1500 1630 1800 1999 

 Conductor size mm² nom 50 70 95 120 150 185 240 300 400 500 630 800 1000 

PHYSICAL 

Conductor diameter mm app. 8,2 9,9 11,6 13,6 14,4 15,9 18,4 20,5 23,9 26,4 29,8 34,2 38,3 

 Insulation diameter mm app. 16,8 18,5 20,3 22,2 23,1 24,5 27,0 29,1 34,4 37,3 40,7 45,5 49,6 

Bedding diameter mm app. 22,9 24,6 26,4 28,3 29,2 30,6 33,1 35,2 40,5 43,6 47,2 52,0 56,4 

Armour diameter mm app. 26,7 28,4 30,2 32,1 33,8 35,2 37,7 39,8 45,1 49,2 52,8 57,6 62,0 

 Cable diameter mm app. 31,1 33,0 34,7 36,9 38,8 40,2 42,9 45,0 50,5 55,1 58,8 63,9 68,6 

 Standard length m 500 500 500 500 500 500 500 500 500 500 500 500 500 

 Cable mass kg/m  app. 1,0 1,1 1,3 1,4 1,7 1,8 2,1 2,4 3,0 3,6 4,2 4,9 5,8 

 Gross mass  kg app. 683 762 859 939 1043 1177 1452 1579 1922 2236 2584 2948 3774 

 Bending radius mm min. 622 660 695 738 775 804 858 900 1031 1110 1185 1278 1373 

ELECTRICAL 

 Rdc 20°C  Ω/km 0,641 0,443 0,320 0,253 0,206 0,164 0,125 0,100 0,078 0,061 0,047 0,037 0,029 

 Rac 90°C Ω/km 0,822 0,568 0,411 0,325 0,265 0,211 0,161 0,129 0,101 0,079 0,062 0,050 0,041 

 X+ Ω/km 0,148 0,137 0,130 0,124 0,123 0,119 0,114 0,110 0,108 0,106 0,103 0,099 0,096 

 Z+  Ω/km 0,835 0,584 0,431 0,348 0,292 0,242 0,197 0,170 0,148 0,133 0,120 0,111 0,105 

 Capacitance  µF/km 0,260 0,294 0,330 0,369 0,386 0,415 0,466 0,503 0,630 0,680 0,747 0,836 0,918 

 Ro Ω/km 1,199 0,920 0,741 0,630 0,507 0,443 0,378 0,334 0,274 0,214 0,186 0,163 0,145 

 Xo Ω/km 0,084 0,074 0,068 0,062 0,061 0,057 0,053 0,050 0,050 0,048 0,045 0,042 0,040 

 Zo Ω/km 1,202 0,923 0,744 0,633 0,511 0,446 0,382 0,337 0,288 0,219 0,191 0,168 0,150 

CURRENT RATINGS 

 Ground Ampere 161 197 234 266 295 332 381 426 480 530 588 645 694 

160mm Ducts   Ampere 146 178 212 241 267 300 344 384 432 476 526 575 617 

 Air (shade)  Ampere 190 236 286 331 372 423 496 563 653 736 833 937 1030 

 Air (Sunlight)  Ampere 160 198 240 278 311 354 414 470 543 611 690 775 850 

SHORT CIRCUIT RATINGS 

 Symm (250°C) kA (1s) 4,7 6,6 9,0 11,3 14,2 17,5 22,7 28,3 37,8 47,2 59,5 75,6 94,5 
 Earth fault (180°C) kA (1s) 7,7 8,2 8,7 9,4 11,8 12,3 13,1 13,9 16,4 21,2 22,8 24,8 26,8 

               

 

When ordering please quote: primary + size + finish code e.g. F2FA 1050 ZZ 144  7K0S 

Technical data also valid for cables with special sheath colours, anti-termite additives and/or graphite coating as per CBI code interpretation TB12 

Ratings above are based on standard laying conditions  
for a single circuit in isolation as follows:  
 
Conductor temperature:     90°C 
Soil thermal resistivity:     1.2Km/W 
Soil temperature:               25˚C 
Depth of burial:                  800mm 
Air temperature                 30˚C 
±5% tolerance on dimensions 
Ratings for solid bonded in trefoil formation 


