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MV XLPE 6,35/11kV x3 Al Armoured WB 
Type A (F2FA 3nnn 11s 7K0S) D
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When ordering please quote: primary + size + finish code e,g, F2FA 3025 ZZ 114  7K0S 

Technical data also valid for cables with special sheath colours, anti-termite additives and graphite coating as per code interpretation TB12 

 

Description: 6,35/11kV, Aluminium, XLPE, 3 Core, Armoured (SWA)  F2FA…, 
Finish … 114 PE (No stripe) , … 118 PE + Graphite (No stripe) 

Specification: SANS 1339, Type A, Fully Water Blocked Last updated: December 2025 

Size code …3nnn… 3016 3025 3035 3050 3070 3095 3120 3150 3185 3240 3300 3400 

 Conductor size mm² nom 16 25 35 50 70 95 120 150 185 240 300 400 

PHYSICAL 

 Conductor diameter mm app 5,0 6,2 6,9 8,1 9,8 11,6 13,5 14,4 15,8 18,3 20,4 23,9 

 Insulation diameter mm app 13,7 14,8 15,6 16,8 18,5 20,2 22,2 23,0 24,5 27,0 29,1 35,2 

 Bedding diameter mm app 40,5 43,2 44,8 47,7 51,3 55,3 59,7 61,6 64,9 70,5 75,3 88,7 

  Armour diameter mm app 45,1 48,8 50,4 53,3 56,9 60,9 65,3 68,5 71,8 77,4 82,2 95,6 

 Cable diameter mm app 50,6 54,5 56,3 59,3 63,2 67,4 72,2 75,6 79,2 85,2 90,4 104,2 

 Standard length m 300 300 300 300 300 300 300 300 300 300 300 300 

 Cable mass kg/m app 3,3 4,2 4,4 4,9 5,4 6,1 6,8 8,2 8,9 10,2 11,4 14,1 

 Gross mass  kg app 1197 1583 1663 1749 1964 2237 2681 3087 3311 3752 4158 5478 

 Bending radius mm min, 607 654 676 712 758 809 867 907 950 1022 1084 1250 

ELECTRICAL 

 Rdc 20°C  Ω/km  1,910 1,200 0,868 0,641 0,443 0,320 0,253 0,206 0,164 0,125 0,100 0,078 

 Rac 90°C Ω/km 2,449 1,539 1,113 0,822 0,568 0,411 0,325 0,265 0,211 0,161 0,130 0,101 

 X+ Ω/km 0,141 0,132 0,128 0,121 0,112 0,106 0,101 0,100 0,096 0,092 0,090 0,090 

 Z+  Ω/km 2,453 1,544 1,120 0,831 0,579 0,424 0,340 0,283 0,232 0,186 0,157 0,136 

 Capacitance  µF/km 0,195 0,219 0,234 0,259 0,293 0,329 0,368 0,385 0,414 0,465 0,507 0,629 

 Ro @90°C Cond   Ω/km  4,113 2,958 2,478 2,111 1,765 1,517 1,350 1,156 1,058 0,941 0,862 0,725 

 Xo Ω/km 0,388 0,372 0,362 0,349 0,330 0,318 0,308 0,306 0,299 0,290 0,284 0,283 

 Zo @90°C Cond    Ω/km 4,131 2,981 2,505 2,139 1,796 1,550 1,384 1,196 1,099 0,985 0,908 0,778 

 Current rating: 

 Ground Ampere 86 111 132 155 190 226 258 287 323 373 418 475 

160mm in Ducts Ampere 77 99 118 139 170 203 231 257 289 334 374 424 

 Air (shade)  Ampere 96 125 150 178 222 269 311 349 398 467 530 618 

 Air (Sunlight)  Ampere 87 113 135 161 200 242 280 314 358 419 476 554 

Short circuit ratings 

 Symm (250°C) kA (1s) 1,5 2,4 3,3 4,7 6,6 9,0 11,3 14,2 17,5 22,7 28,3 37,8 

 Earth fault (180°C) kA (1s) 10,7 13,5 14,0 14,8 15,9 17,1 18,4 23,1 24,3 26,3 27,9 32,5 

              

Ratings above are based on standard laying conditions  
for a single circuit in isolation as follows:  
 
Conductor temperature:     90°C 
Soil thermal resistivity:       1,2Km/W 
Soil temperature:               25˚C 
Depth of burial:                  800mm 
Air temperature                 30˚C 
Water Blocking                  Yes 
+5% tolerance on dimensions 


