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MV XLPE 6,35/11kV x3 Al Unarmoured WB 
Type B (F2FA 3nnn ZZ b0s 7K0S) D
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When ordering please quote: primary + size + finish code e.g. F2FA 3025 ZZ 004  7K0S 

Technical data also valid for cables with special sheath colours, anti-termite additives and graphite coating as per code interpretation TB12 

  

Description: 6,35/11kV, Aluminium, XLPE, 3 Core, Unarmoured                     F2FA…. 
Finish … 004 PE (No stripe); … 008 PE + Graphite (No stripe) 

Specification: SANS 1339, Type B, Fully Water Blocked Last updated: December  2025 

Size code …3nnn 3025 3025 3035 3050 3070 3095 3120 3150 3185 3240 3300 3400 

 Conductor size mm² 
nom

16 25 35 50 70 95 120 150 185 240 300 400 

PHYSICAL 

 Conductor diameter mm app 5,0 6,2 6,9 8,1 9,8 11,6 13,5 14,4 15,8 18,3 20,4 23,9 

 Insulation diameter mm app 13,7 14,8 15,6 16,8 18,5 20,2 22,2 23,0 24,5 27,0 29,1 35,2 

Lay-up diameter mm app 38,6 41,1 42,7 45,3 49,0 52,1 56,3 58,1 61,3 66,7 71,2 84,4 

 Cable diameter mm app 43,8 46,3 48,1 50,9 54,8 58,4 62,8 64,8 68,2 73,8 78,8 92,4 

                          

 Standard length m 300 300 300 300 300 300 300 300 300 300 300 300 

 Cable mass kg/m app 1,6 1,9 2,0 2,3 2,7 3,4 3,4 3,8 4,3 5,1 5,9 7,6 

 Gross mass  kg app 672 737 814 898 1150 1338 1338 1676 1676 2146 2394 3022 

 Bending radius mm min. 657 6945 722 764 822 876 942 972 1023 1107 1182 1386 

ELECTRICAL 

 Rdc 20°C  Ω/km  1,910 1,200 0,868 0,641 0,443 0,320 0,253 0,206 0,164 0,125 0,100 0,078 

 Rac 90°C Ω/km 2,449 1,539 1,113 0,822 0,568 0,411 0,325 0,265 0,211 0,161 0,130 0,101 

 X+ Ω/km 0,142 0,133 0,129 0,122 0,113 0,106 0,101 0,100 0,096 0,092 0,090 0,090 

 Z+  Ω/km 2,453 1,544 1,120 0,831 0,579 0,424 0,340 0,283 0,232 0,186 0,157 0,136 

 Capacitance  µF/km 0,195 0,219 0,234 0,259 0,293 0,329 0,368 0,385 0,414 0,465 0,507 0,629 

 Ro @90°C Cond Ω/km  4,021 3,012 2,528 2,152 1,794 2,695 2,432 2,303 2,142 1,931 1,783 1,484 

 Xo Ω/km 0,094 0,086 0,081 0,075 0,066 0,060 0,055 0,053 0,050 0,046 0,044 0,045 

 Zo @90°C Cond  Ω/km 4,022 3,013 2,529 2,154 1,796 2,696 2,433 2,304 2,143 1,931 1,783 1,485 

Current rating  

 Ground Ampere 85 109 129 152 186 221 253 282 318 370 416 479 

160mm Ducts Ampere 75 97 115 136 166 198 226 252 285 331 373 429 

 Air (shade)  Ampere 91 119 142 170 211 255 296 331 379 447 510 602 

 Air (Sunlight)  Ampere 83 108 129 154 191 230 267 299 341 403 459 540 

Short circuit rating  

 Symm (250°C) kA (1s) 1,5 2,4 3,3 4,7 6,6 9,0 11,3 14,2 17,5 22,7 28,3 37,8 

 Earth fault (180°C) kA (1s) 4,8 5,2 5,4 5,7 6,2 3,3 3,6 3,7 3,9 4,2 4,5 5,4 

              

Ratings above are based on standard laying conditions  
for a single circuit in isolation as follows:  
 
Conductor temperature:     90°C 
Soil thermal resistivity:      1.2Km/W 
Soil temperature:               25˚C 
Depth of burial:                  800mm 
Air temperature                 30˚C 
Water Blocking                  Yes 
Manufacturing tolerance on dimensions 


