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    MV XLPE 11kV x1 CU Armoured 

        Type A (F2FC 1nnn ZZ b4s 0K0S) 
 

 
Description  11kV, Copper, XLPE, 1 Core,                                                                               F2FC….Primary Code 

Finish Code … 141 FRPVC AWA FRPVC (Red stripe);  

… 242 LHFRPVC AWA LHFRPVC (Blue stripe); 

… 343 NHLSFR AWA NHLSFR (ZEROTOX, White Stripe) 

Specification: SANS 1339, Type A 

 
 
 
 

 
 
  
 
 
 
 

 
 
 

DISCLAIMER: CBI reserves the right to change product specifications from time to time to effect improvements and /or enhancements and accepts no liability arising 
from any difference between the published parameters of this data sheet and the finished product, unless by prior written agreement. 

Size code …1nnn… 1050 1070 1095 1120 1150 1185 1240 1300 1400 1500 1630 1800 1999 

 Conductor size mm² nom 50 70 95 120 150 185 240 300 400 500 630 800 1000 

PHYSICAL 

Conductor diameter mm app. 8,5 10,0 11,7 13,3 14,6 15,9 18,5 20,5 24,0 27,2 29,8 34,2 38,8 

 Insulation diameter mm app. 17,2 18,7 20,4 21,9 23,3 24,5 27,1 29,1 34,3 37,5 40,0 44,5 49,0 

Bedding diameter mm app. 22,2 23,7 25,4 27,0 28,3 29,6 32,2 34,2 39,3 42,7 45,5 49,9 54,7 

Armour diameter mm app. 25,4 26,9 28,6 30,2 32,3 33,6 36,2 38,2 43,3 47,7 50,5 54,9 59,7 

 Cable diameter mm app. 30,0 31,7 33,4 35,1 37,5 38,7 41,6 43,6 49,1 53,7 56,7 61,4 66,5 

 Standard length m 500 500 500 500 500 500 500 500 500 500 500 500 500 

 Cable mass kg/m  app. 1,3 1,6 1,93 2,2 1,7 3,1 3,7 4,4 5,5 6,7 8,4 10,3 12,5 

 Gross mass  kg app. 856 992 1184 1339 1547 1150 2131 2462 3119 3751 4658 5632 7192 

 Bending radius mm min. 599 633 667 703 750 780 831 871 982 1075 1147 1227 1330 

ELECTRICAL 

 Rdc 20°C  Ω/km 0,387 0,268 0,193 0,153 0,124 0,099 0,075 0,060 0,047 0,037 0,028 0,022 0,018 

 Rac 90°C Ω/km 0,494 0,342 0,247 0,196 0,159 0,127 0,098 0,079 0,063 0,050 0,040 0,034 0,029 

 X+ Ω/km 0,143 0,133 0,130 0,122 0,119 0,115 0,111 0,107 0,105 0,102 0,100 0,096 0,094 

 Z+  Ω/km 0,514 0,367 0,279 0,231 0,199 0,172 0,148 0,133 0,122 0,114 0,107 0,102 0,098 

 Capacitance  µF/km 0,267 0,297 0,332 0,363 0,390 0,422 0,468 0,513 0,610 0,674 0,738 0,814 0,905 

 Ro Ω/km 0,880 0,705 0,584 0,519 0,405 0,366 0,321 0,288 0,246 0,187 0,166 0,150 0,136 

 Xo Ω/km 0,079 0,070 0,067 0,060 0,057 0,054 0,051 0,048 0,046 0,044 0,042 0,039 0,037 

 Zo Ω/km 0,883 0,709 0,588 0,523 0,409 0,370 0,325 0,292 0,250 0,192 0,172 0,155 0,141 

CURRENT RATINGS 

 Ground Ampere 206 250 298 336 372 416 473 525 583 629 682 730 769 
160mm Ducts   Ampere 186 226 269 304 346 376 427 381 525 565 611 652 685 

 Air (shade)  Ampere 241 297 360 412 465 527 611 552 785 870 961 1051 1131 

 Air (Sunlight)  Ampere 181 223 269 308 346 391 452 408 577 636 701 765 819 

SHORT CIRCUIT RATINGS 

 Symm (250°C) kA (1s) 7,2 10,0 13,6 17,2 21,5 26,5 34,3 42,9 57,2 71,5 90,1 114,5 143,1 
 Earth fault (200°C) kA (1s) 8,1 8,6 9,2 9,6 12,4 13,0 13,9 14,7 16,8 22,4 24,1 25,9 28,1 

 *Earth fault (150°C) kA (1s) 6,4 6,8 7,2 7,5 9,7 10,2 10,8 11,5 13,1 17,4 18,7 20,0 21,7 

* Zerotox  cable 

When ordering please quote: primary + size + finish code e.g. F2FC 1050 ZZ 141  0K0S 

Technical data also valid for cables with special sheath colours, anti-termite additives and/or graphite coating as per CBI code interpretation TB12 

Ratings above are based on standard laying conditions  
for a single circuit in isolation as follows:  
 
Conductor temperature:     90°C 
Soil thermal resistivity:     1.2Km/W 
Soil temperature:               25˚C 
Depth of burial:                  800mm 
Air temperature                 30˚C 
±5% tolerance on dimensions 
Ratings for solid bonded in trefoil formation 


