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MV XLPE 11kV x1 Cu Unarmoured 
Type B (F2FC 1nnn ZZ b7s 0K0S) D
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* Zerotox cable 

When ordering please quote: primary + size + finish code e.g. F2FC 1050 ZZ 071 0K0S 

Technical data also valid for cables with special sheath colours, anti-termite additives and graphite coating as per code interpretation TB12 

  

Description  11kV, Copper, XLPE, 1 Core, Copper Wire Screened       F2FC…. 
Finish … 071 FRPVC (Red stripe); … 072 LHFRPVC (Blue stripe); … 073 ZEROTOX (White Stripe) 
Specification: SANS 1339,  Type B Last updated: May 2025 

Size code …1nnn… 1050 1070 1095 1120 1150 1185 1240 1300 1400 1500 1630 1800 1999 
 Conductor size mm² nom 50 70 95 120 150 185 240 300 400 500 630 800 1000 
PHYSICAL 
Conductor diameter mm app. 8,5 10,0 11,7 13,3 14,6 16,2 18,5 20,7 24,0 27,2 30,4 34,2 38,8 
 Insulation diameter mm app. 17,2 18,7 20,4 21,9 23,3 24,9 27,1 29,4 34,3 37,5 40,7 44,5 49,0 
Diameter over CWS  mm app. 21,1 22,6 24,3 25,9 27,2 28,8 31,1 33,3 38,2 41,4 44,6 48,4 53,0 
No of CWS Screen  Nw 20 21 23 24 26 27 29 21 24 27 29 31 34 

Area of CWS mm² app. 19,0 20,0 21,9 22,8 24,7 25,7 27,6 20,0 22,8 25,7 27,6 29,5 32,3 
 Cable diameter mm app. 25,1 26,6 28,5 30,1 31,6 33,2 35,7 38,1 43,2 46,6 50,0 54,1 58,8 

 Standard length m 500 500 500 500 500 500 500 500 500 500 500 500 500 
 Cable mass kg/m app. 1,0 1,2 1,6 1,8 2,1 2,5 3,1 3,7 4,7 5,7 7,3 9,0 11,1 
 Gross mass  kg app. 547 745 934 1078 1271 1464 1806 2070 2621 3320 4080 4972 6278 

 Bending radius mm min. 502 532 570 602 632 664 714 762 864 932 1000 1082 1176 
ELECTRICAL 

 Rdc 20°C  Ω/km 0,387 0,268 0,193 0,153 0,124 0,099 0,075 0,060 0,047 0,037 0,028 0,022 0,018 
 Rac 90°C Ω/km 0,494 0,342 0,247 0,196 0,159 0,128 0,098 0,079 0,063 0,051 0,041 0,034 0,030 

 X+ Ω/km 0,132 0,122 0,120 0,112 0,109 0,105 0,102 0,099 0,097 0,094 0,091 0,088 0,086 
 Z+  Ω/km 0,511 0,363 0,274 0,226 0,193 0,165 0,141 0,126 0,115 0,106 0,100 0,095 0,091 

 Capacitance  µF/km 0,267 0,297 0,332 0,363 0,390 0,422 0,468 0,513 0,610 0,674 0,738 0,814 0,905 
 Ro Ω/km 1,620 1,417 1,231 1,140 1,032 0,969 0,883 1,164 1,011 0,894 0,827 0,770 0,700 
 Xo Ω/km 0,074 0,066 0,063 0,057 0,053 0,050 0,047 0,044 0,044 0,041 0,039 0,037 0,034 
 Zo Ω/km 1,621 1,419 1,232 1,142 1,033 0,971 0,884 1,165 1,012 0,895 0,828 0,771 0,701 

Current rating: 
 Ground Ampere 206 251 299 340 380 428 492 556 630 707 788 866 935 

 Ducts Ampere 178 217 259 294 329 370 426 481 544 609 677 742 798 
 Air (shade)  Ampere 234 291 354 408 462   528 621 714 830 952 1082 1198 1344 

 Air (Sunlight)  Ampere 177 220 266 307 347 395 463 531 614 701 794 889 979 
Short circuit ratings 

 Symm (250°C) kA (1s) 7,2 10,0 13,6 17,2 21,5 26,5 34,3 42,9 57,2 71,5 90,1 114,5 143,1 
 Earth fault (200°C) kA (1s) 2,4 2,6 2,8 2,9 3,1 3,2 3,5 2,5 2,9 3,2 3,5 3,7 4,0 

 *Earth fault (150°C) kA (1s) 1,9 2,0 2,2 2,3 2,5 2,5 2,7 2,0 2,2 2,5 2,7 2,9 3,1 

Ratings above are based on standard laying conditions  
for a single circuit in isolation as follows:  
 
Conductor temperature:     90°C 
Soil thermal resistivity:     1.2Km/W 
Soil temperature:               25˚C 
Depth of burial:                  800mm 
Air temperature                 30˚C 
+5% tolerance on dimensions 

Ratings for solid bonded in trefoil formation 

 


