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When ordering please quote: primary + size + finish code e.g. F2HA 1050 ZZ 07B 7K0S 

Technical data also valid for cables with special sheath colours, anti-termite additives and graphite coating as per code interpretation TB12 

  

Description  22kV, Aluminium, XLPE, 1 Core, Copper Wire Screened          F2HA…. 

Finish … 074 PE (No stripe); … 07B PE + Graphite (No stripe) 
Specification: SANS 1339,  Type B, Fully Water Blocked    Last updated: May 2025 

Size code …1nnn… 1050 1070 1095 1120 1150 1185 1240 1300 1400 1500 1630 1800 1999 
 Conductor size mm² nom 50 70 95 120 150 185 240 300 400 500 630 800 1000 
PHYSICAL 
Conductor diameter mm app. 8,2 9,9 11,6 13,6 14,4 15,9 18,4 20,5 23,9 26,4 29,8 34,2 38,3 
 Insulation diameter mm app. 21,1 22,8 24,6 26,5 27,4 28,8 31,3 33,4 39,5 42,0 45,4 49,8 53,9 
Diameter over CWS  mm app. 25,3 27,0 28,8 30,7 31,6 33,0 35,5 37,6 43,7 46,2 49,6 54,0 58,1 
No of CWS Screen  Nw 24 25 27 29 30 21 23 24 28 30 32 35 38 

Area of CWS mm² app. 22,8 23,8 25,7 27,6 28,5 20,0 21,9 22,8 26,6 28,5 30,4 33,3 36,1 
 Cable diameter mm app. 30,0 31,9 33,7 35,8 36,7 38,3 41,1 43,2 49,5 52,2 55,7 60,6 64,9 

 Standard length m 500 500 500 500 500 500 500 500 500 500 500 500 500 
 Cable mass kg/m app. 1,0 1,1 1,2 1,4 1,5 1,6 1,9 2,1 2,7 3,1 3,6 4,3 5,1 
 Gross mass  kg app. 682 732 782 940 990 1040 1190 1290 1590 2042 2292 2830 3230 

 Bending radius mm min. 600 638 674 716 734 766 822 864 990 1044 1114 1212 1298 
ELECTRICAL 

 Rdc 20°C  Ω/km 0,641 0,443 0,320 0,253 0,206 0,164 0,125 0,100 0,078 0,061 0,047 0,037 0,029 
 Rac 90°C Ω/km 0,822 0,568 0,411 0,325 0,265 0,211 0,161 0,129 0,101 0,079 0,063 0,050 0,041 

 X+ Ω/km 0,146 0,135 0,128 0,122 0,120 0,116 0,111 0,107 0,105 0,103 0,099 0,096 0,093 
 Z+  Ω/km 0,835 0,584 0,430 0,347 0,290 0,240 0,195 0,168 0,146 0,130 0,117 0,108 0,102 

 Capacitance  µF/km 0,182 0,204 0,226 0,251 0,262 0,280 0,311 0,338 0,414 0,445 0,486 0,541 0,592 
 Ro Ω/km 1,751 1,463 1,242 1,100 1,015 1,285 1,144 1,073 0,909 0,834 0,771 0,699 0,639 
 Xo Ω/km 0,089 0,078 0,072 0,067 0,065 0,061 0,056 0,053 0,053 0,050 0,047 0,044 0,041 
 Zo Ω/km 1,753 1,465 1,244 1,102 1,017 1,286 1,145 1,074 0,910 0,836 0,773 0,700 0,641 

Current rating: 
 Ground Ampere 160 196 234 267 298 337 391 440 504 573 650 731 810 

 Ducts Ampere 140 171 204 232 258 292 338 381 435 493 557 624 688 
 Air (shade)  Ampere 187 233 284 329 370 424 501 574 674 778 901 1038 1173 

 Air (Sunlight)  Ampere 157 196 238 276 310 354 419 479 560 646 747 858 968 
Short circuit ratings 

 Symm (250°C) kA (1s) 4,7 6,6 9,0 11,3 14,2 17,5 22,7 28,3 37,8 47,2 59,5 75,6 94,5 
 Earth fault (180°C) kA (1s) 2,8 2,9 3,1 3,3 3,4 2,4 2,6 2,7 3,1 3,3 3,6 3,9 4,2 

               

Ratings above are based on standard laying conditions  
for a single circuit in isolation as follows:  
 
Conductor temperature:     90°C 
Soil thermal resistivity:     1.2Km/W 
Soil temperature:               25˚C 
Depth of burial:                  800mm 
Air temperature                 30˚C 
+5% tolerance on dimensions 

Ratings for solid bonded in trefoil formation 

 


