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MV XLPE 22kV x1 Cu Unarmoured 
Type B (F2HC 1nnn ZZ b7s 0K0S) D
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* Zerotox cable 

When ordering please quote: primary + size + finish code e.g. F2HC 1050 ZZ 071 0K0S 

Technical data also valid for cables with special sheath colours, anti-termite additives and graphite coating as per code interpretation TB12 

  

Description  22kV, Copper, XLPE, 1 Core, Copper Wire Screened       F2HC…. 
Finish  … 071 FRPVC (Red stripe); … 072 LHFRPVC (Blue stripe); … 073 ZEROTOX (White Stripe) 

Specification: SANS 1339,  Type B 
Last updated: May 2025 
 

Size code …1nnn… 1050 1070 1095 1120 1150 1185 1240 1300 1400 1500 1630 1800 1999 
 Conductor size mm² nom 50 70 95 120 150 185 240 300 400 500 630 800 1000 
PHYSICAL 
Conductor diameter mm app. 8,5 10,0 11,7 13,3 14,6 16,2 18,5 20,7 24,0 27,2 30,4 34,2 38,8 
 Insulation diameter mm app. 21,5 23,0 24,7 26,2 27,6 29,2 31,4 33,7 38,6 41,8 45,0 48,8 53,3 
Diameter over CWS  mm app. 25,4 26,9 28,6 30,2 31,5 33,1 35,4 37,6 42,5 45,7 48,9 52,7 57,3 

Area of CWS mm² app. 22,8 23,8 25,7 27,6 28,5 20,0 21,9 22,8 25,7 27,6 30,4 32,3 35,2 
 Cable diameter mm app. 29,6 31,3 33,0 34,8 36,1 37,9 40,4 42,6 47,7 51,1 54,6 58,8 63,5 

 Standard length m 500 500 500 500 500 500 500 500 500 500 500 500 500 
 Cable mass kg/m app. 1,2 1,5 1,8 2,1 2,4 2,7 3,4 4,0 5,0 6,1 7,6 9,5 11,6 
 Gross mass  kg app. 746 932 1082 1232 1440 1590 1940 2240 2740 3542 4292 5242 6480 

 Bending radius mm min. 592 626 660 696 722 758 808 852 954 1022 1092 1176 1270 

ELECTRICAL 
 Rdc 20°C  Ω/km 0,387 0,268 0,193 0,153 0,124 0,099 0,075 0,060 0,047 0,037 0,028 0,022 0,018 
 Rac 90°C Ω/km 0,494 0,342 0,247 0,196 0,159 0,128 0,098 0,079 0,063 0,050 0,041 0,034 0,029 

 X+ Ω/km 0,142 0,133 0,129 0,122 0,117 0,114 0,109 0,106 0,103 0,099 0,096 0,094 0,091 
 Z+  Ω/km 0,514 0,367 0,278 0,230 0,197 0,171 0,147 0,132 0,120 0,111 0,105 0,100 0,095 

 Capacitance  µF/km 0,187 0,206 0,227 0,247 0,264 0,284 0,313 0,341 0,401 0,441 0,481 0,528 0,584 
 Ro Ω/km 1,434 1,246 1,084 0,976 0,914 1,207 1,084 1,025 0,903 0,833 0,750 0,701 0,643 
 Xo Ω/km 0,086 0,077 0,074 0,067 0,063 0,059 0,056 0,052 0,050 0,047 0,045 0,042 0,039 
 Zo Ω/km 1,436 1,248 1,087 0,979 0,916 1,209 1,086 1,026 0,904 0,834 0,751 0,703 0,645 

Current rating: 
 Ground Ampere 206 221 268 339 379 428 494 556 630 708 790 869 939 

 Ducts Ampere 179 218 260 395 329 372 428 481 544 610 678 743 800 
 Air (shade)  Ampere 238 295 358 412 467 534 627 718 833 956 1086 1218 1347 

 Air (Sunlight)  Ampere 179 219 268 307 347 397 465 530 612 700 793 886 976 

Short circuit ratings 
 Symm (250°C) kA (1s) 7,2 10,0 13,6 17,2 21,5 26,5 34,3 42,9 57,2 71,5 90,1 114,5 143,1 

 Earth fault (200°C) kA (1s) 3,0 3,1 3,3 3,5 3,7 2,6 2,8 2,9 3,3 3,5 3,8 4,1 4,4 
 *Earth fault (150°C) kA (1s) 2,4 2,4 2,6 2,8 2,9 2,0 2,2 2,3 2,6 2,7 3,0 3,2 3,4 

Ratings above are based on standard laying conditions  
for a single circuit in isolation as follows:  
 
Conductor temperature:     90°C 
Soil thermal resistivity:     1.2Km/W 
Soil temperature:               25˚C 
Depth of burial:                  800mm 
Air temperature                 30˚C 
+5% tolerance on dimensions 

Ratings for solid bonded in trefoil formation 

 


