
  
 

 
CBi-electric: african cables | a division of ATC (Pty) Ltd | Registration No. 1955/003773/07 
PO Box 172, Vereeniging 1930 | Steel Road, Peacehaven, Vereeniging, 1939, South Africa 

Tel: +27 16 430 6000 | www.cbi-electric.com | Member of the REUNERT Group | B-BBEE Level 1 
ISO 9001 | ISO 14001 | ISO 45001 

 

MV XLPE 33kV x1 Al Unarmoured 
Type B (F2JA 1nnn b7s 0K0S) D

A
TA

 
SH

EE
T 

 

 
When ordering please quote: primary + size + finish code e.g. F2JA 1050 071  0K0S 

Technical data also valid for cables with special sheath colours, anti-termite additives and graphite coating as per code interpretation TB12 

  

Description  33kV, Aluminium, XLPE, 1 Core, Copper Wire Screened       F2JA…. 
Finish … 071 FRPVC (Red stripe); … 072 LHFRPVC (Blue stripe); … 073 ZEROTOX (White Stripe) 
Specification: SANS 1339,  Type B Last updated: May 2025 

Size code …1nnn… 1050 1070 1095 1120 1150 1185 1240 1300 1400 1500 1630 1800 1999 
 Conductor size mm² nom 50 70 95 120 150 185 240 300 400 500 630 800 1000 

PHYSICAL 
Conductor diameter mm app. 8,2 9,9 11,6 13,6 14,4 15,9 18,4 20,5 23,9 26,4 29,8 34,2 38,3 

 Insulation diameter mm app. 26,3 28,0 29,7 31,7 32,5 34,0 36,5 38,6 43,6 46,1 49,4 53,9 58,0 

Diameter over CWS  mm app. 30,2 31,9 33,7 35,6 36,5 37,9 40,4 42,5 47,5 50,0 53,4 57,8 61,9 

No of CWS Screen     Nw 24 20 21 23 23 24 26 27 31 32 34 37 40 

Area of CWS mm² app. 22,8 19,0 20,0 21,9 21,9 22,8 24,7 25,7 29,5 30,4 32,3 35,2 38,0 

 Cable diameter mm app. 34,8 36,5 38,5 40,4 41,5 42,9 45,6 47,9 53,2 55,9 59,5 64,1 68,6 

 Standard length m 500 500 500 500 500 500 500 500 500 500 500 500 500 

 Cable mass kg/m app. 1,2 1,3 1,5 1,6 1,8 1,9 2,2 2,5 3,0 3,5 4,1 4,8 5,6 

 Gross mass  kg app. 782 890 990 1040 1140 1190 1340 1490 1992 2242 2542 3080 3480 

 Bending radius mm min. 696 730 770 808 830 858 912 958 1064 1118 1190 1282 1372 

ELECTRICAL 

 Rdc 20°C  Ω/km 0,641 0,443 0,320 0,253 0,206 0,164 0,125 0,100 0,078 0,061 0,047 0,037 0,029 

 Rac 90°C Ω/km 0,822 0,568 0,411 0,325 0,265 0,211 0,161 0,129 0,101 0,079 0,062 0,050 0,041 

 X+ Ω/km 0,155 0,143 0,136 0,130 0,127 0,123 0,117 0,114 0,110 0,107 0,103 0,099 0,096 

 Z+  Ω/km 0,836 0,586 0,433 0,350 0,294 0,244 0,199 0,172 0,149 0,133 0,121 0,111 0,105 

 Capacitance  µF/km 0,142 0,157 0,173 0,190 0,198 0,210 0,232 0,251 0,294 0,316 0,345 0,383 0,418 

 Ro Ω/km 1,745 1,679 1,472 1,297 1,238 1,145 1,026 0,963 0,828 0,785 0,727 0,662 0,608 

 Xo Ω/km 0,100 0,089 0,082 0,076 0,074 0,070 0,064 0,061 0,058 0,055 0,052 0,048 0,045 

 Zo Ω/km 1,748 1,682 1,475 1,299 1,240 1,147 1,028 0,965 0,830 0,786 0,729 0,664 0,609 

Current rating: 

 Ground Ampere 159 194 232 265 295 333 386 435 498 566 643 724   802 

 Ducts Ampere 139 170 203 231 257 290 335 377 431 488 552 619 682 

 Air (shade)  Ampere 186 231 281 326 365 417 492 563 659 760 879 1012 1141 

 Air (Sunlight)  Ampere 138 172 208 240 269 307 362 412 480 553 637 731 822 

Short circuit ratings 

 Symm (250°C) kA (1s) 4,7 6,6 9,0 11,3 14,2 17,5 22,7 28,3 37,8 47,2 59,5 75,6 94,5 
 Earth fault (200°C) kA (1s) 3,0 2,5 2,6 2,8 2,8 2,9 3,2 3,3 3,8 3,9 4,1 4,5 4,8 

 *Earth fault (150°C) kA (1s) 2,4 2,0 2,1 2,3 2,3 2,3 2,5 2,6 3,0 3,1 3,2 3,5 3,8 

Ratings above are based on standard laying conditions  
for a single circuit in isolation as follows:  
 
Conductor temperature:     90°C 
Soil thermal resistivity:     1.2Km/W 
Soil temperature:               25˚C 
Depth of burial:                  800mm 
Air temperature                 30˚C 
+5% tolerance on dimensions 

Ratings for solid bonded in trefoil formation 

 


