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MV XLPE 3,8/6,6kV x1 Al Unarmoured WB 
Type B (F2EA 1nnn ZZ b7s 7K0S) D
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When ordering please quote: primary + size + finish code e.g. F2EA 1050 ZZ 07B 7K0S 

Technical data also valid for cables with special sheath colours, anti-termite additives and/or graphite coating as per code interpretation TB12 

  

Description  3,8/6,6kV, Aluminium, XLPE, 1 Core,                                               F2EA….Primary Code 

Finish Code 
… 074  Copper Wire Screened (CWS), MDPE (No stripe); 
… 07B  Copper Wire Screened (CWS), MDPE + Graphite (No stripe) 

Specification: SANS 1339,  Type B, Fully Water Blocked    Last updated:  May 2025 

Size code …1nnn… 1050 1070 1095 1120 1150 1185 1240 1300 1400 1500 1630 1800 1999 
 Conductor size mm² nom 50 70 95 120 150 185 240 300 400 500 630 800 1000 
PHYSICAL 
Conductor diameter mm app. 8,2 9,9 11,6 13,6 14,4 15,9 18,4 20,5 23,9 26,4 29,8 34,2 38,3 
 Insulation diameter mm app. 15,0 16,7 18,4 20,4 21,2 22,7 25,4 27,9 34,4 37,3 40,7 45,1 49,2 
Diameter over CWS  mm app. 19,2 20,9 22,6 24,6 25,4 26,9 29,6 32,1 38,6 41,5 44,9 49,3 53,4 
No of CWS (1,1mm) Nw 18 19 21 23 16 17 19 20 25 27 29 32 34 

Area of CWS mm² app. 17,1 18,1 20,1 21,9 15,2 16,2 18,1 19,0 23,8 25,7 27,6 30,4 32,3 
 Cable diameter mm app. 23,7 25,4 27,3 29,3 30,3 31,8 34,7 37,4 44,1 47,3 50,8 55,5 59,8 

 Standard length m 500 500 500 500 500 500 500 500 500 500 500 500 500 
 Cable mass kg/m app. 0,6 0,7 0,8 0,9 1,0 1,1 1,3 1,6 2,1 2,5 3,0 3,6 4,3 
 Gross mass  kg app. 407 501,5 588,5 655,4 712,8 782,9 909,5 1096 1367 1582 2094 2421 2788 

 Bending radius mm min. 474 508 546 586 606 636 694 748 882 946 1016 1110 1196 

ELECTRICAL 
 Rdc 20°C  Ω/km 0,641 0,443 0,320 0,253 0,206 0,164 0,125 0,100 0,078 0,061 0,047 0,037 0,029 
 Rac 90°C Ω/km 0,822 0,568 0,411 0,325 0,265 0,211 0,161 0,129 0,101 0,080 0,063 0,050 0,042 

 X+ Ω/km 0,131 0,120 0,115 0,109 0,108 0,104 0,100 0,098 0,098 0,096 0,093 0,090 0,088 
 Z+  Ω/km 0,832 0,581 0,426 0,343 0,286 0,235 0,190 0,162 0,141 0,125 0,112 0,103 0,097 

 Capacitance  µF/km 0,332 0,378 0,426 0,479 0,503 0,542 0,589 0,603 0,705 0,718 0,790 0,884 0,971 
 Ro Ω/km 2,076 1,759 1,491 1,313 1,686 1,551 1,361 1,270 1,011 0,922 0,848 0,763 0,712 
 Xo Ω/km 0,070 0,061 0,056 0,052 0,050 0,047 0,044 0,043 0,044 0,043 0,040 0,038 0,036 
 Zo Ω/km 2,077 1,760 1,492 1,314 1,687 1,551 1,362 1,271 1,012 0,923 0,849 0,764 0,713 

Current rating: 
 Ground Ampere 161 198 236 269 300 340 394 445 511 583 664 752 838 

 Ducts Ampere 139 171 204 233 259 293 340 384 440 501 570 643 713 
 Air (shade)  Ampere 183 229 280 326 367 421 501 576 681   789 918 1065 1212 

 Air (Sunlight)  Ampere 155 194 236 275 309 354 420 483 568 657 763 884 1004 

Short circuit ratings 
 Symm (250°C) kA (1s) 4,7 6,6 9,0 11,3 14,2 17,5 22,7 28,3 37,8 47,2 59,5 75,6 94,5 

 Earth fault (180°C) kA (1s) 2,0 2,1 2,3 2,6 1,8 1,9 2,1 2,2 2,8 3,0 3,2 3,5 3,7 
               

Ratings above are based on standard laying conditions  
for a single circuit in isolation as follows:  
 
Conductor temperature:     90°C 
Soil thermal resistivity:     1.2Km/W 
Soil temperature:               25˚C 
Depth of burial:                  800mm 
Air temperature                 30˚C 
+5% tolerance on dimensions 

Ratings for solid bonded in trefoil formation 

 


